WMOB MOBILE, AL BP-20101012AEM 1360 kHz

Electric Field Strength
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Fecility ID: 7740
Application ID: 1416215
CDBS Antenna System |D: 113846
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Azimuth  Eipeg Estd Baug

0 1339. 01 1406. 32

5 1338. 12 1405. 38
10 1335. 31 1402. 43
15 1330. 22 1397. 09
20 1322. 25 1388. 72
25 1310. 60 1376. 49
30 1294. 33 1359. 41
35 1272. 41 1336. 40
40 1243. 79 1306. 36
45 1207. 46 1268. 22
50 1162. 58 1221. 11
55 1108. 54 1164. 39
60 1045. 09 1097. 80
65 972. 41 1021. 51
70 891. 23 936. 32
75 802. 98 843.72
80 709. 96 746. 12
85 615. 66 647.21
90 525. 39 552. 56
95 447. 15 470. 56
100 392. 26 413. 07
105 372. 60 392. 49
110 392.09 412. 90
115 442. 26 465. 44
120 509. 82 536. 24
125 584. 17 614.19
130 658. 58 692. 22
135 729. 09 766. 20
140 793. 45 833.72
145 850. 44 893. 51
150 899. 48 944, 98
155 940. 44 987. 97
160 973. 43 1022. 58
165 998. 67 1049. 08
170 1016. 45 1067. 74
175 1027.01 1078. 82
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The theoretical patternis used to create the 190 1016.

standard pattern. Augmentations (if any) expand %88 g?g

the standard pattern in specified directions. See 205 940.

Sections 73.150 and 73.152 of the FCC’s Rules. 210 899.
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AM coverage may not mirror the pattern shown 225 729.

here. Additional factors such as ground 230 658.

conductivity or skywave propagation affect how %28 ggg

far the AM signal will travel. 245 442.

250 392

: : 255 372

Patterns for stations outside the USA are based on 260 392

notified parameters. 265 447

270 525.

. . 275 615

AM directional patterns created before 1982 used 280 7009.

units of 2 mV/m at 1 mile, not one kilometer. The 285 802.

pattern values on such plotsat 1 mile will be %gg g%

0.62137 of the values listed here. Measured 300 1045

305 1108

pattern values may vary from values shown here. 310 1165

Plot is best printed on 11" by 17" or | %%g %%%
otis rinted on or larger paper.
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X0 0 Augmentations

Theoretical pattern RMS:  960.90
Standard pattern RMS:  966.30

Estd Eaug
51 1082. 49
01 1078. 82
45 1067. 74
. 67 1049. 08
.43 1022. 58
44 987. 97
48 944, 98
43 893. 51
45 833. 72
09 766. 20
58 692. 22
17 614.18
82 536. 24
26 465. 44
09 412. 90
60 392. 49
26 413. 07
15 470. 56
39 552. 56
66 647.21
96 746. 12
98 843. 72
.23 936. 32
41 1021.51
09 1097. 80
54 1164. 39
58 1221. 11
46 1268. 22
79 1306. 36
41 1336. 40
33 1359. 41
60 1376. 49
25 1388. 72
22 1397. 09
31 1402. 43
12 1405. 38




